
Propeller installation

Put the black propellers on motors 1 and 3, then turn 
counter clockwise to attach. Put the silver propellers on 
motors 2 and 4, then turn clockwise to attach.

Warning: Do not use glue or thread locking 
compound when attaching the propeller.
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Propellers Disassembly：
First insert the disassembly tool in the motor slot to lock 
the motor. Turn the propellers according to the unlock 
mark on the propellers to remove them.

disassembly tool

Lock(Install propellers)

Unlock(disassemble propellers)

card slot



Flight LED Status(as picture below, LED3 and LED 4) 
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Flight LED

Attenion:
LED 1 and 2 are on the front side of the Hornet S.  You 
can configure these lights to operate as you like.
LED 3 and 4 are on the rear side of the Hornet S and 
indicate flight status.

When the aircraft has landed, push the left stick all the 
way to the bottom.  The propellers will stop in 
approximately 3 seconds.  Release the controller stick and 
allow it to return to the center position.  This will lock the 
aircraft.  You can then turn OFF the aircraft and remote 
controller.

Land and Lock

Altitude hold(unlock to 
fly in mode 1 and mode 2)
Position hold(unlock to fly 
in mode 1 and mode 2)

Low power(Land soon)

Low battery warning
(Must land now)

Flashing
Red

LED Indicator Aircraft Status

Flashing
Green

Slow Flashing
Green

Slow Flashing
Yellow
Steady
Yellow

Slow Flashing
Red

Flashing
Red

No GPS signal
(Standby operation)
GPS signal is normal
(standby operation)

Steady
Green

Manual mode
(unlock to fly in mode 3)

Not on flat ground
(Standby operation)



Hornet  S Configuration

● The software is available on www.jyu.com. Double click
      "Hornet S setup.exe" to install.

● Insert the battery in the aircraft and turn the power 
      ON.

● Connect the Hornet S to your computer using the USB 
      cable supplied with the aircraft.

● Open the PC software, you will see the Hornet S icon.  
       Install the driver file by selecting the appropriate file 
       from the install directory.

● Once the PC software installs a USB - Virtual Serial 
      Device Driver, driver installation will be complete.

1.  Preparation

2.  Install configuration software

● Install the Hornet S configuration software on your PC.



Parameter Setting Instruction

● Open the PC software and select the Hornet S device 
      to bring up the main screen.

● Click on the Connect button and wait for all of the 
      current parameter data to load and be displayed on 
      the screen.

● Set the appropriate flight parameters and save the 
      configuration.

1. Parameter Setting

Note:
1. You must turn power to the aircraft OFF and then ON 
again for new parameter settings to take effect.

COM1 Connect



● To change the LED configuration parameters, click the 
       Personal Setting button.

● Click on the color that you wish to select.

● If you wish to reset all of the flight parameters to the 
       factory defaults, click the default button and then save.

● If you find that the aircraft does not fly vertically after 
       take off, or, you took off from ground that was not level 
       causing the LED status to flash green, place the aircraft 
       on a flat level surface, click the the Calibration button 
       and then Save.
 

2.  LED Configuration

2. Be careful when flying the Hornet S for the first time 
after changing any flight parameters until you understand 
how those changes effect the performance of the aircraft.
3. Be aware that the flight parameters only effect 
performance in Beginner and Normal modes - they are 
not active in Professional mode.

Color Selecting



● Click on the RC Setting button to set the stick 
      operational mode of the remote controller.

●  Turn the Remote Controller's power ON

●  Connect the Remote Controller to your PC using the 
      USB cable supplied with the Hornet S.

● If you have not done so previously, select the | RD12 
      device driver and install it.

●  Click the Connect button to establish communication 
      with the Remote Controller.

●  Select Left or Right Hand operation by clicking on the 
      appropriate Operating Mode.

●  For additional options, review the Remote Controller 
      Operational Manual.

3.  Remote Setting

Note:
The tail LEDs indicate the status of the aircraft so it is not 
possible to change their color.  Make a note of the critical 
status colors to avoid accidents.



You can use your computer and the Hornet S PC software 
to check for Remote Controller software updates that may 
be available from JYU.  If a new software version is 
available, you may load it on to your Remote Controller in 
this way:

● Connect the Remote Controller to your PC using the 
      supplied Micro USB cable.

●  Turn the Hornet S power ON.

● Open the Hornet S software on your PC.

●  Click on the Firmware Updating button, then click on 
      the upgrade button. The LED indicator will flash yellow 
      to indicate the software is being downloaded and the 
      screen will show the progress of the download in % 
      complete.

● When the update process is complete, turn the Hornet S 
      power OFF and then ON again.  The new firmware will 
      then be active.

4. Upgrade Firmware


